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1.  Introduction (Arial, 12pt)
This is a template for authors who write manuscripts for submission to E-Journal of Advanced Maintenance (EJAM). Please use this template while reading “To Contributors” which is available at http://www.jsm.or.jp/ejam/contributors.html.
2.  Manuscript Preparation
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2.2.3.
Equations 

Equations should be carefully written and checked so that a compositor can follow its copy easily. Equation numbers should be Arabic numerals enclosed in parentheses on the right-hand margin. Please see the following example.
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3.  Conclusion
If you have any questions about the format of the paper, please contact EJAM administration office (ejam@jsm.or.jp).
Acknowledgement
This is not mandatory.
References

For citations in the text, numbers between square brackets should be used such as [1]. All publications cited in the text should be presented in a list of references following the text of the manuscript. Footnotes should be used only if absolutely essential. Font size is 10 pt.
References should be listed in the following style:

[1]  A. Yamamoto, M. Tatsumi, N. Sugimura: ''Numerical solution of stiiff burnup equation with short half lived nuclides by the Krylov subspace method'', J. Nucl. Sci. Technol., Vol. 44, No. 2, pp. 147-154 (2007).

[2]  T. Sasahara: "Detection and Depth Sizing by Ultrasonic Images -A Procedure for Phased Array Data Analysis-", CRIEPI Research Report Q09020, CRIEPI, Japan (2010).
[3]  G. R. Hugo, R. A. Smith: “Deep corrosion and crack detection in aging aircraft using transient eddy-current NDE”, Proceedings of 5th Joint NASA/FAA/DoD Conference on Aging Aircraft, Orlando, USA, Sept., pp.1-32 (2001).
[4]  K. Nakajima, H. Unesaki: ''On the Analysis Method of Effective Delayed Neutron Fraction at Thermal Neutron Systems'', Proc. PHYSOR-2006, Vancouver, Canada, Sept.10-14, ISBN 0-89448-697-7 (2006). [CD-ROM]

[5]  W.M. Stacey: "Nuclear Reactor Physics", John Wiley & Sons, New York, pp.437-448, ISBN 9780471391272 (2001).
[6]  TOSHIBA Corporation: "Quadruped Robot for Nuclear Facilities", E-Journal of Advanced Maintenance, Vol. 6, No. 1, http://www.jsm.or.jp/ejam/Vol.6No.1/NT/NT64/64.html (Accessed July 22, 2014).

*Corresponding author, E-mail: zzz@abc.def.ne.jp


†Present address (In the case different from the above): Present Co., Ltd., 1-1-11 NewTown, NewCity, NewPref 100-0000, Japan





1
PAGE  
3

_1095531747.unknown

_1095531746.unknown

