　　　　 
F. Lastname, et al./ Title of the Paper

A Title of Your Paper Should be Written in 14Pt Times New Roman
Tarou HOZEN1,*, Fontsize TWELVE2,† and Jiro GAKKAI3
1 Japan Society of Maintenology, 2-7-17 Ikenohata, Taito-ku, Tokyo 110-0008, Japan
2 Please write in Italics, Font size 11, 0-0 Ex-town, City name, Prefecture, Postal code 000-0000, Country

3Exampleagain Research Institute, 0000 Eg Ave, Los Angeles, CA 000000, U.S.
ABSTRACT
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1.  Introduction (Arial, 12pt)
This is a template for authors who write manuscripts for full paper submission to ICMST-Tohoku 2018. Please use this template while reading "Full paper submission" which is available at http://www.jsm.or.jp/jsm/ICMST2018/author_full.html
2.  Manuscript Preparation
2.1. Paper and page number

The full paper must be within 6 pages.

2.2. Paper and font style
Space; Single-spaced. Font type; Times New Roman. Font size; 11. Paper size; A4 size (210 mm × 297 mm) if possible. Margins; 1” ×1” (25.4 mm × 25.4 mm)
2.3. Description language
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4. Color tables (figures) are available.
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2.3.2.
Equations 

Equations should be carefully written and checked so that a compositor can follow its copy easily. Equation numbers should be Arabic numerals enclosed in parentheses on the right-hand margin. Please see the following example.
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3.  Conclusion
If you have any question about the format of the paper, please contact the paper committee of ICMST (ejam-icmst@jsm.or.jp).
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